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“t{ APFROVALS: * PRODUCING PLANT CANCELS:  NEW
SEATTLE . DATE: TEST BATCH
BULLETII  DESCRIPTION % FPOUNDS3 GALLI
165 Raw Cypswn - 64.01 4000
QQZ ’ Tale 1,60 100
056' Celite 434 1.60 © 100
245 Methocel 228 0,26 16
200 Keltoge 0.13 8
330 Polyvinyl Alcohol 0.16 10
453 . Preservative - Dowicil 75 0,10 6
470 PVAc Emulsion = Uear 131 5.31 332 35
284 Oleie Acid | 0.38 24
450 Triethanolamine 0,19 12
090 Colloids #60 0,10 &
130 _ Fthylene Glycol 1,20 75 8
267 Odorless Mineral Spirits 1,28 80 12,5
Water 23.68 1480 178 m:
TOTAL . 100,00 6249
A ST S
1. &ee Process Bulletin J-2.
2. Filling - 4 gal: carton, 50 1b, net.
QUALITY CONTROIL:
T™-1 ; Viscosity, 150 gm., cylinder @ 5 sec. 12 - 14 m
TM=6  Application- - . . No lumps
TM-7 Workability Equal 1o Standard
KG2000746

S



PRODUCT SPECIFICATIONS:

Iest Method
T™-1
TM=1A
T2
TN=4
TM=5
TN-7
TM-9
TM-11

TM=34

TEST RESULTS

Viscosity, 150 gm cylinder @ 5 sec,

Viscosity, Brookfield, (eps)

PH, Beckman

Slope Checking at 100 F

Open Time @ 65-80 F (minutes)

Workability

Shrinkage {cup method)
Voids

Hardness @ 48 F

REQUIREMENT

12 to 14 mm
375 ,000-400, 000
7.0 to 8,0

€ minimum
15 minimum
9 - 10 |
20% maximum

9 - 10

(8 strokes min),

No chalking

BK-8-PG 66

14
440,000
7.3
None

17 minutes

9 - 10

13,9%
9

12 strokes,
No chalking

KG2000747



